
2.5” & 3” SPRING PLATE SYSTEM•

Our new Spring Plate System is designed to make adjust ing•
“coil overs” a lot easier.  Check out these feature s & benefits.•

• System uses a needle roller bearing w/ thrust washer s•
under shock absorber rod end to allow easy preloadin g•
of spring.•
• Upper spring plate is slotted for fast spring•
 changes.•
• A CNC formed lock bar is provided to maintain upper •
spring plate alignment on the shock rod when the car is•
jacked up.•
• Lower spring plate/ adjuster nut features dove tai l•
notches to fully engage laser cut spanner wrench.• No•
More Busted Knuckles.  The Spanner Wrench can’t slip•
out of the spring plate.•
•• Both spring plates have holes so spring can be tie•
strapped to spring plate.•
• The upper spring plate fits Penske Shocks, or any •
shock with a 5/8” rod.  The lower spring plate/ adjus ter•
nut fits Penske Shocks with fine threads or the new•
ACME threads on the shock body.•

PART #• DESCRIPTION• PART #• DESCRIPTION•

3186-62• 2.5” Penske Spring Plate•
 W/ Bearing Set & Lock Bar•

3187-62• 3.0” Penske Spring Plate•
W/ Bearing Set & Lock Bar•

3188-62• 2.5” Adjuster Nut•
Penske Fine Thread•

3189-62• 2.5” Adjuster Nut•
Penske ACME Thread•

3190-62• 3.0” Adjuster Nut•
Penske Fine Thread•

3191-62• 3.0” Adjuster Nut•
Penske ACME Thread•

3158• Roller Needle Thrust Bear-•
ing Set•

3180• Spanner Wrench•
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