
These Bump Stops are designed for the front•
or left rear of an Asphalt Late Model running a•
“Big Bar-Soft Spring” set-up.  They•  will stop a•
car from bottoming out and will help a car turn•
in the middle of a corner.• Because these•
Bump Stops are mounted independent of the•
coil overs they are easy to install and adjust .•

SUSPENSION BUMP STOP•

PRODUCT FEATURES•

• “Bump engagement” can be tuned by adjusting the upp er bushing plate.  1.5” of•
adjustment is available.•
• Bump travel can be measured with the use of the buil t-in travel indicator.  Bump•
travel can be adjusted with the use of harder or sof ter poly bushings.  Five durom-•
eters of bushings are available.  Comes standard with  two yellow bushings.•
• Third Spring Bushing Bump Stop and Kit are availab le if a smoother transition to•
bump is needed for rear suspension.  The Kit convert s a 2 Bushing Bump Stop to a•
3 Bushing Bump Stop.•
• Static length of P/N 6000 Bump Stop is 15.5”.  Sta tic Length of P/N 6015 Bump•
Stop is 16.5”.  Length can be easily changed by adj usting rod ends in or out, or•
the tube can be cut.  Custom lengths of tubes are av ailable.•

6000 - SUSPENSION BUMP STOP•
6010 - THIRD SPRING BUSHING KIT•
6015 - REAR BUMP STOP (3 SPRING•
BUSHINGS)•

Phone: 1 (920) 788 - 0356•
Fax:   1 (290) 788 - 8764•
rightfootpp@sbcglobal.net•

Right Foot Performance Products Inc.•


