
LEFT•
LENGTH•

PART #• RIGHT•
LENGTH•

PART #•

13.5”• 9945-135• 15.5”• 9947-155•

14.0”• 9945-140• 16.0”• 9947-160•

14.5”• 9945-145• 16.5”• 9947-165•

15.0”• 9945-150• 17.0”• 9947-170•

15.5”• 9945-155• 17.5”• 9947-175•

16.0”• 9945-160• 18.0”• 9947-180•

16.5”• 9945-165• 18.5”• 9947-185•

KIT• 9945• KIT• 9947•

* Fabricated w/1.25” Sq Tube.  Very Rigid but will gi ve in•
a crash.•
* Weld in 3/4-16 Rod End Spud.  Eliminates stress ris ers•
found in swedge type tubes.•
* Spot Drilled Ball Joint Boss defines ball joint c enter-•
line.•
* Ball Joint Ball Centerline is in line with control  arm•
tube centerline.  Makes verifying front end geometry ac-•
curacy much easier.•
* Ball Joint Boss is threaded for Howe #22410 Ball J oint.•

* Rugged Double Shear Strut Rod Attaching Point will  with-•
stand Bump Stop “Spike Loads”.•
* Unique Sway Bar Attaching Point allows use of .50 R od End•
or Chain (Chain is provided).•
* Sway Bar Attaching Point is in line with Shock Mount .•
* Bolt-On L.H. Sway Bar Arm Contact assures force is cen-•
tered on Control Arm Tube.•
* Shock Mount has Threaded Spud welded on.  No Attach ing•
Nut required.•
* Available in all popular lengths.•

Right Foot Performance Products Inc.•
Phone: (920) 788-0356•

Fax: (920) 788-8764•
rightfootpp@sbcglobal.net•

This Control Arm is•
designed around the•
latest chassis require-•
ments.  It is designed•
for use with bump•
stops and to make•
chassis set-up easy•
when using computer•
set-up programs.  The•
Control Arm is avail-•
able fully welded or is•
available as a cut to•
length & weld kit.•

Rod End Sold Separately.• Ball Joint C/L Indicated•

Sway Bar Contact•

Left Side•

Right Side•


