
Right Foot Performance Products is the originator of  the slotted washer type spin-•
dle lock nut.  Our spindle nuts have become the indu stry standard for Wide 5 and•
GN hubs.  Unlike other spindle nuts, with our lockin g system, you don’t have to•
compromise optimum wheel bearing adjustment by loosening or tightening the•
lock nut to align with the nearest washer tang.  Due to the unique design of our•
slotted lock washer the nut can be locked in any pos ition providing infinite adjust-•
ment.  Wheel bearing torque can be precisely adjusted .  This is especially impor-•
tant if you are running pre-set bearings.  Addition ally all parts are designed and•
built to provide a long service life.  None of the parts are consumable like the tab-•
style tanged washer used with many wheel bearing nuts.  Note; our locking and•
thrust washers are designed to be a tight fit on the  spindle.  Because of this some•
filing of the washers, and especially the tang on th e washers, may be required.•

SPINDLE NUTS•
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Right Foot Performance Products Inc.•

#2420 GN Front Nut•
Fits SCP/Townsend Spindle•

#2423 Socket Wrench•

#2430 Wide 5 Nut•

Uses Aluminum Nut•

Wrench Can Be Used On•
Both Front & Rear GN Nuts•

GN Rear -11 Super Speedway•
& -12 Rear Nuts•

#2405 - #12 GN RH•
#2406 - #12 GN LH•
#2414 - #11 GN RH•
#2415 - #11 GN LH•
(#11 Nut Does Not Use•

Thrust Washer)•


