
MODULAR UPPER CONTROL ARM•
• Lengths from 7.5” to 12.0”•
• Straight, 10 Degree or 20 Degree•
Ball Joint Angle•
• Accepts Howe Type Screw-In Ball•
Joint•
• Built with high quality DOM tubing•

I Beam Type Cross Shaft Provides•
Superior Deflection Resistance•

Our new Modular Upper Control Arm features a unique 1- piece U-tube with an outboard mounted•
ball joint providing the ultimate in spring clearanc e, even for cars running 5” springs.  The ball join t•
centerline is exactly in line with the U-tube center line making it easier to calculate the car’s roll•
center.  This control arm fits all popular 6” center line mounting hole applications and can also be•
installed in straddle mounts.  The I-beam cross shaft  is slotted providing 1” of fore and aft caster•
adjustment.  5/8” male rod ends are used for smooth, b ind-free operation.  The effective length of•
the control arm can be adjusted 3/4” which reduces th e number of parts you have to carry.•

This control arm was designed to be cost effective.  In the event of a crash individual parts can be•
replaced.  The control arms can be purchased complete ly welded or as “kits”.  When purchased as a•
kit you can cut the U-tube to length and assemble in  house permitting complete length coverage•
without having to invest in excessive control arm inv entory.•

9900-75• 7.5” A-Frame• 9900-80• 8.0” A-Frame• 9900-85• 8.5” A-Frame•

9900-90• 9.0” A-Frame• 9900-95• 9.5” A-Frame• 9900-10• 10.0” A-Frame•

9900-105• 10.5” A-Frame• 9900-110• 11.0” A-Frame• 9900-115• 11.5” A-Frame•

9900-120• 12.0” A-Frame• 9905• A-Frame Kit•
W/ Rod Ends•

9905-RE• A-Frame Kit•
W/O Rod Ends•

9905 • A-Frame Kit W/ Rod Ends•

Phone: (920) 788-0356•
Fax: (920) 788-8764•

rightfootpp@sbcglobal.net•

Right Foot Performance Products Inc.•

• Specify Angle Required: 0, 10 or 20• °•


